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6. Care and Maintenance                                                     

6.1. Storage

       Unreasonable storage will cause inside lithium battery life shorter and other hidden dangers. L8 shall be placed at indoor dry places
       with suitable humidity and temperature. 

Avoid parking the electric scooter at sun-bathing places (even the trunk of your car) in that the temperature of the body and the 
battery from sunbathing may rise as high as 50℃, The battery function and product lifespan may be damaged.

       When L8 is not used, the battery will discharge automatically. The battery power shall be monitored within three months and   
       charged in time to guarantee battery fully charge. Avoid the irrevocable losses from long-time storage of battery without electricity 
       (deep discharge of battery)
       In winter, battery may lose the electricity power due to low temperature.

L8 shall be charged fully before placing for a long time.

6.2. Cleaning
       Before cleaning, L8 shall be turned down. Charging wire shall be pulled up and the charging port shall be closed. During the rinsing 
       process, water shall not flow into the battery-charging port. 
       Use soapy water, clean water or soft cloth to rub the outer cover of L8. Prohibit using high pressure water gun to swash L8. 
       The waterproof and waterproof level of L8 shall be IP65 that is, spilling resistant and dust resistant.  Thus, it is not allowed to dip L8
       in water, which may cause L8 permanent damage.

6.3. Handing
       Battery and electricity devices shall not be treated as general domestic rubbish. Since you have made contributions to environmental 
       protection by driving L8, in order to further avoid unwanted pollution.
       Please handle your electric Scooter and all the related components (battery) through authorization processing facilities.
       Please abide by the updated guidance notes. Please consult dealers or contact after-sale departments if you have any questions.

6.4. Inflation and Replacement of the Interior and Exterior Tires

       Please ensure that the air pressure stays the same in both tires and that they remain at 1.5 BAR.
       If you get a flat tire or are in need of new tires, please contact an INMOTION authorized distributors or the INMOTION service 
       department.
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2. The following circumstances will not be covered by the warranty, and the customer has to pay for the repair：
The "three guarantees" validity period has expired

Damage incurred by man-made causes

The scooter has traveled over2000km (For the vehicle which has accumulated more than  2000km of mileage, we propose to repair 

and maintenance and replace the  tire according to the tire wear condition.)

Any damage caused by failure to follow the requirements in the instruction manual to correctly assemble or use the scooter

The serial No. has been deleted or modified

The serial No. bar code or model on the product warranty card doesn't coincide with the product itself

The product has been dissembled or repaired by personnel unauthorized by INMOTION

Daily wear and tear (including wear and tear of the scooter shell, handle grips, tires, etc.) that does not affect the product's 

functionality 

Damage caused by accidents or improper use, such as physical damage, fall-and-break damage, collision damage, severe oxidation, 

etc.
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